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1. Software description

HICHIP IP Camera CMS (IOS Version) is a kind of tool to manage network
cameras, can be realized to monitor network camera images and other functions
in LAN and Internet on I0S system. It supports search to add ID and manually
enter camera IP in LAN; support one key to configure WIFI, add device, delete
and edit function; support audio monitoring and intercom; support snap photos

to mobile phone; support image quality level Settings, and other functions.

First connect the camera power supply, after about 40s, will hear a prompt

sound, if not heard, please press the RESET button in the equipment base for 10s.

Note: 1. Please use the camera self-contained power adapter, so as to
avoid damage the device
2. Please do not insert net cable before power on;(If done, one key to
configure WIFI will not work)

2. One key to configure WIFI

After install mobile app, mobile phone connected to WIF], click add camera -
one key configure WIFI -- input WIFI password -- popup weather hear the
camera hint sound, choice yes, system will configure WIFI himself;, when WIFI

configure successfully, it will have hint sound.

eeeco RHBEY T 10:05 AM @ 0 91% .

eecoo HEBE =  10:25 AM @ ©@ 90% W4
{ Camera  Add Camera Done < Add Camera WIFI Smart Set Done
Name Camera SSID RDtest
Account admin PassWord 1234567899
uiD
PassWord Please wait for connect
43%
WIFI Search
WIFI Smart Set
Scan Search
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3. Add Camera
3.1. LAN Search
Click Add Camera

camera UID:

to add camera, enter into add camera interface, type in

1. Search: click LAN Search button, search the network camera in the mobile
phone wireless network; Select the UID
2. Enter the camera password(default password is admin).

3. Click Finish on the upper right corner.

3.2. Scan barcode
Through QR code generation tool to generate QR code using this UID, and then

through mobile phone APP to scan the bar code to add

eecco REKH T 10:05 AM @ © 91% W

eeeco HEKHE =  10:05 AM @ 0 91% >
Camera Edit { Camera Add Camera Done Sseco BB T  10:05AM € ¥ 91% mm
{ Camera Add Camera Done
Add Camera Name Camera

Name Camera

Account admin
Account admin

uiD
uiD

PassWord
PassWord

WIFI Search
WIFI Search

WIFI Smart Set
WIFI Smart Set

Scan Search
Scan Search

®
[0 : ~
© © O

4. Delete Camera

Click Edit, click - l, will prompt whether delete camera, click YES
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5. View the video

After add the camera for a few seconds, waiting the camera connected
automatically, when prompt online instructions, it means can view the camera
video:

Camera status illustration:

Connecting: Now the camera is connecting with network, according to
different network, it costs different time

Online: means the device connected normally, click to view videos

6. Video Interface illustration

'/‘))) : Monitoring off;

‘))) Monitoring on;
n n
: when monitoring icon turns to , press to realize intercom (You can not

loosen the icon - press it for long time, if loosen, intercom will turn off)

: click this icon, it will snap photos to mobile phone (The photos save to Snapshot file
folder in mobile phone)

m; Local Record off



IP Camera CMS User manual (10S Version) 6

’- : Local Record on

==1: click this icon, can choose resolution type: HD or smooth

HD: It is connected to first stream
smooth: It is connected to second stream

7. Camera parameters

When camera online, click @ , enter into the interface of camera parameter setting

7.1. Change password

can change the access password of camera (only can change administrator password)

eseco HEBE) =  10:07 AM @ © 91% W)
eeeco IEBHE & 10:07 AM @ 0 91% )
i m o hEBE T g o
< Camera  Edit Camera eeeco fIEBE) 10:08 AM @ @ 91% m.»

< Edit Camera Edit Password  Done < Edit Camera Alarm Setting

Camera

Olid (XYY Y] Motion Detection

Edit Rassword New L Motion Detection Senstitivity MIC
Alarm Setting Confirm eceoe

Alarm Link Setting

Time Record Setting

Audio Setting

Video Setting

Wifi Setting

SD Card Setting

s @ & ® 9 = ©

Camera

7.2. Motion Detection Alarm setting

> Open Motion detection: motion detection on or off
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»  Motion detection sensitivity:
High, medium and low can be set; High: the sensitivity value is 75; medium
sensitivity value is 50: low sensitivity value is 25

7.3. Alarm Linkage
eecc0 FRERHE) = 09:17 @ 7 ©@ 63%E )4

> Alarm Push < Edit Camera Alarm Link Setting

Click ON,open alarm Push;
»  SD Card record while alarm
Choose on, means the alarm video will save to SD
Card

Alarm Push U

Save Video on SD Card

» Email alarm and send pictures
Choose on, means it will send pictures to specified Email Alarm Picture
mailbox when alarm
Save Picture on the FTP server U
»  sawve picturesto FTP Server
Choose on, mean it will save alarm pictures to Gt Viden or e FTPSEREr @,
specified FTP server
Image Capture Number
» save videos to FTP server
Choose on, means alarm videos save to specified
FTP server

Camera

e

7.4. Timing record

eeeco HIEHE) = 10:09 AM @ 9 90% )
. . ( Back Time Record Setting Done
» Video file length: 15-900seconds can be set,

default is 600seconds
Duration 600

Open Record
> whether video on: on off can be set, default is off ’

Record Timer
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7.5. Audio Setting

» Inputtype

Linear input and microphone input can be

set

when audio input type is microphone

input, the input volume and output volume is 80

and 95;

when audio input type is linear input, the

input volume and output volume is 15 and 95;

7.6. Video settings

» code rate

The device code rate of first stream and
second stream can be self-define; scope range
32kbps-6144kbps
» frame rate
The device frame rate of first stream and second
stream can be self-defined;
» Video coding level
1-6 can be set, default is 1; the smaller the value,
the better the image level, the big the stream
»  Video system

50HZ and 60HZ can be set

eeeco MEARE = 10:09 AM @ 9 90% )

< Edit Camera Audio Setting

Input Type Mic

Input Volum

80

Output Volum

95

0| ©O)

Camera

eeec0 HERBE] T 10:09 AM @ 9 90% )

< Edit Camera Video Setting Done

Bit Rate 2536

Frame rate 25

Quality q

Bit Rate 256

Frame rate 12

Quality 3

Video Format 50Hz

Camera
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7.7. SD Card setting

Can obtain the total space of the SD card and the size of the available space, can

format SD card

7.8. Device time setting

1. The device time can synchronization mobile phone time

2. can set device time zone, after setting successfully, the device will restart

7.9. Email Setting

Eg: sending mailbox is hotmail mailbox
Smtp server: smtp.live.com

Server port: 465

Secure connection: SSL

user name and password is hotmail account and
password

Receive address: the mailbox that receive alarm
pictures

Send address: sender’s mailbox address, if it is
QQ mailbox, need to fill the hotmail mailbox
address (the same as user name)

Theme and information can be filled in casually
After completed, click Apply; then click test to

know whether can send alarm email

eecco hEBE = 10:11 AM @ 9 90% >

< Edit Camera Email Setting Done
SMTP Server SIpriivercone
Server Port 465
Safe Link
Authentication ' &/
User Name iRcam.
Password GGG
Send To rearm@liveeome
Sender iperam@tiveresne

Subject test
Message
© 0 ®
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7.10. FTP Setting

eesco FEBE =  1012AM @ 0 90% W)

< Edit Camera FTP Setting Done

FTPserver: fill in the FTP address
Server add. 192.168.1.62

Server port: fill in FTP port;

Server Port 21

fill in the user name and password setted on UserName test
FTP server Password eeee |
Passive mode L/

after completed, click Apply; then click test

Path b

to know whether can send pictures to FTP
Test FTP Settings

server

© 0] ®

7.11. Device information

can obtain device information: including network status, user connection number, IP
address, Subnet mask, gateway, DNS and so on

eecco HEBR T 10:12 AM @ 9 90% m.

eec00 MEBE =  10:12AM @ © 90% . ee000 MEEE = 10:12AM @ © 90% W
Edit Camera SD Card Settin : : 7 5 > .
< 9 £ Edit Camera Device Time < Edit Camera Device Information
Total size
DeviceTime 1 29 10 7 Device ID
Free size . "
Sync with Phone Time Network

Current Client

Format SDCard

Device Time Zone AT+ Soft Version

Phone Time Zone MT IP Address

Saving Time Zone For Device Subnet Mask
Gateway
DNS
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8. Other settings

€ Mirror and Flip ‘\

click, mcan set Mirror and Flip miror @) ) A
> @)

€ Lenszoom

click-, can set the lens zoom in, zoom out,

focus add, focus reduction and other operations
Note: This function need the lens supporting
zoom

€ Preset settings and calls

cIickﬂ, can set presets and call presets;

Note: This function need the device
supporting PTZ

9. Local pictures

eecoo HMBR T WHMAM ® @ a5y .

click """ enter into playback interface Back Snapshot Edit
1. Local pictures are saved by ID
2. Long press one picture can delete it e IR S

Tt
T




IP Camera CMS User manual (10S \ersion) 12

10. Video

10.1. Local video

m:CIick the icon, the icon is red-;ln the video icon appears on the right
side-;

10.2. Video playback

10.2.1. Local Video playback
Click on the video icon, into the video playback interface, select local, click to

play back the video equipment;Then pops out video list, click on the video playback;

10.2.2. Online video playback

< Video Video List Q

e

click == | enter into watching interface

A ecordinge. .
namwcosng
Can playback the videos in SD Card, including Nam cording
timing video and alarm video poziiirid o M
Aammrecordog.
N"""Wd'"g oEi

Alarm recording



